
 360 degree rotation allows operating 
     at any position you want.

 It's electric lifting and manual moving type, 
     control hand unit operates up and down.

 Five positions to adjust the length of the jib.
 Heavy duty design, 

Model
Working Type
Max. Capacity At Position
5 Adjustable Positions
Turning Radius At Positions
Overall Size
Wheel Dia.
Balance Weight
Net Weight
Motor
Battery
Battery Charger
Fully Charge Time

ERC550B-1

550
1900
977

1430×985×1630
200
250
662
0.8

ERC550B-2

450
2160
1267

1430×985×1630
200
250
662
0.8

12/80
12/8
10

ERC550B-3

350
2260
1560

1430×985×1630
200
250
662
0.8

Electric lifting, 360 degree rotation

ERC550B-4

250
2450
1850

1430×985×1630
200
250
662
0.8

ERC550B-5

150
2600
2140

1430×985×1630
200
250
662
0.8

(kg)
(mm)
(mm)
(mm)
(mm)

(kg)
(kg)
(kw)

(V/Ah)
(V/A)

(h)

Semi-Electric Counter Balance Shop Crane ERC550B series

ERC550B

Semi-electric Single Shop CraneYLD series
 Instead of a forklift to become a small mobile crane.
 Wide range of lifting angles,adjustable telescopic long arm.
 Suitable for areas where the forklift can’t enter to operate,foldable

Note:The load attenuation curve must be considered durigng using to ensure safety.

Model
Capacity
Front Wheel Size
Auxiliary Wheel Size
Net Weight

YLD01
200-1000
Ø150×50
Ø75×30

466

(kg)
(mm)
(mm)

(kg)

Crane & Jack

199

Crane & Jack

200

35
15

33
75

32
40

31
00

29
65

23
75

15
00

2300
2500

2700
2900

3100<200kg

1440<1000kg

985<1000kg

1610
1756

2045
1900

2090

1215

75
0

90
0

4-Ø150

420


